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Practical Considerations in Applying 
Laboratory Fracture Test Criteria to the 
Fracture-Safe Design of Pressure Vessels 

VV. S. PELLINI AND P. P. PUZAK 

Metallurgy Division 

Trends in pressure vessel applicalions involving higher pressures, lower service lemperaturcs, 
thicker u;ills, new materials, and cy< li< loading re(|uire the developmenl ol neu hases in the supporting 
scientilic and technological areas. I'his report presents a "broad look" analysis ol the opporlunities 
in ;i|)|)i\ new s( iciiiili( ii|)|)r(>;i( lies to I'racture-sale design in pressure \c.ss(,ls and "I the new problems 
that have ai isen in coniu'ction with the utili/ation of highei strength steels. These opportunities follow 
IVom the development ol the liactnre analysis diagram which depicts the relationships ol Haw size and 
stress level lor Iracture in the transition range ol steels which have uell-delined transition temperaiure 
features. Ihe reference ( riteria loi tlie use ol the fracture analysis diagram is the N'D T temperaiure ol 

the steel, as determined directh by the drop-weight test or indirect!) In correlation uiih the Charp\ 
\' test. Potential (liiliculties in the correlation use ol the (lharpy V lesi are deduced i" require engineer- 
ing interpretation of (lharp) \  test data rather than to involve basic barriers to the use of the test. 

The rapid extension "I pressure vessel fabrication to Q&Tsteels is expected to provide new problems 
ol IMIHire-sale design. These derive from the susceptibilities of steels within ibis family to tear frac- 
tures of low encrgv absorption. Ibis fracture mode does not involve a transition temperature and is 
therefore relalivcb independent ol temperaiure. Ii is emphasi/ed thai such susceplibilities are not 
inherent lo the family ol Q&rT steels ol low and intermediate strength levels, but are related to spei ifu 
metallurgical conditions ol the plate and particularl) the IIAZ (heat-aliecled-zone) regions ol Q_S:'!' 
sieel weldmenis. 

INTRODUCTION 

As a preface to the presemalion of tliis paper,* 
it is fitting to refleel on the technological trends 
in the fabrication of pressure vessels and on the 
evolution of technical knowledge for fraclure- 
safe design. A decade ago the technology was 
based almost entirely on the fabrication of vessels 
constructed of low strength, as-rolled or normal- 
ized steels for low pressure applications. Williams 
(I) reports that more pressure vessels for the pres- 
sure range 1500 psi to 15,000 psi have been fabri- 
cated in the pas! few years than in the past two 
decades. A related trend is the increasing use of 
high strength quenched and tempered (Q&T) 
steels for the fabrication of vessels for both low 
and high pressures. A decade ago there was no 
fracture-safe design approach-in its place 
the safely of pressure vessels was predicated en- 
tirely   on   fabrication   and   service   experience. 

NRL I'rolilem Ml)3-0I; Projcds RK OOT-OI-KiölM iind SR ()II7-()I- 

(II-0850, 0854. rhls is an inlcrim report mi one phase ol ihe prohlem; 

work is contiiiuing. Mamiscript suhniilied OCIOIK-I I"). 1963. 

♦This paper w;is prepared loi preserilaiion to die Symposiuni <III 

liehiivior ol I'icssiiic Vessel Maierials, lOli:! ASMK Winter Aiinii.il 

Mcciing, November 17-2^. 1%:), Philadelphia, Pennsylvania. 

intuition, and conservatism. The general accept- 
ance of the concept that no laboratory notch 
test could be developed or adopted for "determin- 
ing the transition temperature of a structure" 
cast a pessimistic outlook on the possibilities of 
developing a practical fracture-safe design 
approach. This oversimplification completely 
missed the fact that the steel does not establish 
a specific transition temperature for a structure 
{i.e., a fracture temperature) but a range of 
lemperalures within which fracture could occur 
(or not) depending on the flaw size and stress 
conditions of the structure. In effect, the labora- 
tory notch specimens were expected to perform 
an obviously impossible task. Such thinking 
clearly reflects on the state of technical knowl- 
edge of the time. Today there is a greatly im- 
proved understanding of these aspects, and 
practical fracture-safe design principles have 
been developed (2). These principles confirm 
past experience and clarify the premium derived 
from fabrication, design, and inspection quality. 
As such, they provide opportunities for increasing 
design efficiencies and decreasing metal costs 
by reduction of unnecessarily high factors of 
safety deriving from uncertainly. 
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These advances represent (he start rather 
than the end of the development of fracture- 
safe design principles. They arc applicable 
to steels of relative metallurgical and fracture 
simplicity, i.e., low strength steels for which the 
primary fracture problem is inherent to their 
transition with decreased temperature from duc- 
tile (shear) to brittle (cleavage) fracture. While 
we have advanced in these respects, we arc far 
behind in understanding and in the development 
of similar practical procedures for the more 
complex steels of the high strength class. These 
steels are susceptible to fracture of a noncleavage 
type in the plates, welds, and heat-affectcd-zones 
(IIAZ) at moderate temperatures, as well as to 
cleavage brittlcness at low temperatures. Thus, 
the general outlook for the immediate future is 
that technical success in one area has been coun- 
tered by the rapid entry into new areas for which 
the available technical knowledge is grossly 
inadequate. Moreover, some of the experience 
and intuitive background which provided broad- 
front engineering design guidance for the low 

strength steels is not pertinent to the new class 
of high strength Q&T steels. A minor example 
is the general insistence for stress relieving of 
welded Q&T steel vessels intended for service 
at temperatures above the transition range of 
the steel. This follows from past experience that 
stress relief was beneficial for pressure vessels 
of the low strength steels used at temperatures 
below their transition. It represents misplaced 
intuition that past experience applies generally 
to all new steels. For some of these Q&T steels, 
stress relief is actually detrimental to the fracture 
toughness of plates, welds, and IIAZ. Thus, we 
are coping with new and relatively unknown 
problem areas while carrying a burden of unwar- 
ranted practices which derive from inapplicable 
past experience. 

These introductory generalizations may be 
tied to reality by consideration of a spectrum of 
potential fracture characteristics of pressure 
vessels illustrated in Figs. I to 5. These illustra- 
tions dramatize characteristically different failure 
modes which  may be related to the fracture 

Fig. 1 - Fragmentation fracture of a seamless lube, high pressure, compressed-air flask developed at a temperature 10°F 
below the NDT of the steel. The failure occurred under pneumatic loading during a routine lest,for air-leaks. 
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surface appearances and, in turn, to ihe type of 
steel and method of fabrication. 

Figure 1 illustrates the "shattering" expected 
for pneumatically loaded vessels which fracture 
at temperatures below or near the nil-dnctility 
transistion (NDT) temperature of the steel. At 
these temperatures the fracture surfaces display 
the classical "square break" (no appreciable shear 
lip) and the cleavage appearance normally associa- 
ted with brittle fractures of conventional, low 
strength steels. In contrast, the failure of hydro- 
statically loaded vessels at temperatures below 
or near the NDT results in fractures involving a 
lew large pieces, Fig. 2. The fracture surface 
appearance is identical to thai of the pneumatic 
load failures. 

Figure 3 illustrates the nature of brittle frac- 
tures at temperatures in the order of 50° to ()()0F 
above the NDT temperature of the shell plate. 
At these temperatures the fracture surface is 
similar to the failures in Figs. 1 and 2, except 
for l/8-in. to 3/16-in. shear lip borders at the 
plate surfaces. The increased energy absorption 

provided by the shear lips prevents multiple 
forking of the fracture and limits it to a single 
or few branches in the direction normal to the 
principal applied stress. The fractured vessel 
hangs together if the internal loading is hydro- 
static or separates into a few large chunks if the 
loading is pneumatic. Such fractures have been 
relatively rare because of the unlikely combination 
of large Haws and high stresses requited for 
fracture initiation at temperatures of 50° to 
()()0F above the NDT. 

Figure 4 illustrates a fracture which, at first 
glance, resembles the Fig. 3 type, but which is 
characteristically different in that the fracture 
path followed the weld HAZ. Such fractures may 
occur in Q&T steel vessels which feature high 
plate fracture toughness. This behavior is not 
inherently characteristic of Q&T steels as a family, 
but derives from improper (specific to the steel) 
welding conditions or stress relief heat treatments 
which degrade the HAZ fracture toughness. 
In this case the fracture surfaces do not involve 
cleavage but a form of low energy absorption 
tearing, to be discussed. 

. 

Fig. 2 - Hydrostatic test fracture of a welded and stress relieved pressure vessel developed at 
a temperature 10oF below the NDT of the steel 
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Fig. 3 - Hydrostatic test fracture of a welded and stress relieved pressure vessel at a temperature of SO0 to fiO°F 
above the NOT of the nozzle and plate niaieiials. The arrow indicates the location ol a (i-in. fatigue crack 

which initialed the fracture during a low cycle fatigue lest. 

Figure 5 illustrates the fracture of ;i rocket 
case fabricated of ultrahigh strength (190 ksi 
vicld strength) Q&T steel characterized by low 
energy absorption tearing in the sheet material. 
From a metallurgical and fracture point of view, 
the failure mode is the same as thai of Fig. 4; 
the only difference is that the fracture path is 
entirely located in regions removed from welds 
or HAZ. Similar performance may be expected 
of thick walled pressure vessels constructed of 
steels of equivalently low fracture toughness. 
An early discussion of the low energy tear problem 
was presented by the authors in 195(5 (3), and 
later corroborated by service failures of heavy 
steel forgings at elevated temperatures (4). 

The first sections of this paper have been 
structured to present a review of the principles 
of fracture-safe design for the transition temper- 
ature fracture mode, i.e., the classical "brittle 
fracture" problem. Following sections present 
discussions of limitations to the immediate 
extension of these principles based on Charpy V 
test criteria (correlations to the ND'F) to all 
types of steels which are potentially subject to 
brittle fracture. These limitations arise from 
complications in the interpretation of Charpy V 
(Cr) data for a wide variety of steels. A summary 
of available ND'F data for steels of pressure vessel 

interest is provided also for reference purposes. 
The final section presents discussions of the 
fracture problem of pressure vessels constructed 
of steels which are potentially subject to both 
brittle fracture and to low energy tear fracture, 
depending oil the temperature of service. 

SIGNIFICANCE AND PRACTICAL USE OF 

THE FRACTURE ANALYSIS DIAGRAM 

The origin of the "classical" brittle fracture 
problem is the decrease in fracture toughness 
resulting from a (hange in fracture mode from 
high energy absorption ductile tearing to low 
energy absorption cleavage fracture in a rather 
narrow range of temperatures. The full span of 
the transition is in the order of I2()0F. However, 
the transition span from an "intermediate" to 
a "very low" level of fracture toughness, which is 
the transition range of engineering interest for 
conventionally loaded structures, occurs over a 
range of 10° to 60oF depending on the stress level. 
For example, the World War II ships (which 
represent examples of relatively low stress loading) 
fractured extensively and in large number at 
temperatures of 30° to 50oF, bul not at all at 
temperatures    above    70oF.    The    "sharpness" 
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Fig. 4 - HAZ "low-cnergy tear" fracture of a welded and stress relieved Q&T steel pressure vessel resulting 
from high hydrostatic test prcssurization in the presence of a fatigue induced crack 

Fig. 5 - "Low energy tear" hydrotest fracture of a welded 
and full Q&T heat treated rocket case. The fracture 
initialed from a Haw in the circumferential weld and then 
propagated entirely in the plate (sheet) material. 

of the transition effect provided opportunities 
for devising laboratory lest methods for identi- 
fication of the transition temperature range of 
specific steels and thereby for application of 
this information to engineering design. 

Fracture-safe design of steel structures may be 
based on preventing fracture initiation or on pre- 
venting fracture propagation. Until recently 
there was considerable contention as to the 
relative merits of the two approaches. The 
"fracture analysis diagram," Fig. (5, serves to 
unify these approaches into a coherent analytical 
scheme,* as illustrated by the generalized stress- 
temperature curves for both crack-arrest and 
fracture initiation.  For temperatures above the 

♦A detailed discussion of the fraciiirc analysis diagram and its valida- 

tion has hcen presented previously by the authors (2), "Fracture Analysis 

Diagram Procedures lor the Fraclurc-Safc Engineering Design of Steel 

Structures." Prior reading of this report is assumed for the purposes 

ofihc present discussion. 
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craclc-arrcsl-lemperalure (CAT) curve, brittle 
fractures arc indicated to be prevented by the 
"crack-arrest" properties of the steel. This signi- 
fies a degree of fracture toughness suHident to 
arrest the propagation of a brittle fracture trans- 
lated through a brittle plate welded to a "test" 
steel. The CAT approach avoids questions of 
(law-size and stress requirements for fracture 
initiation by restricting the use of steels to temper- 
atures or to stress levels of "no propagation." 
This simplicity was particularly appealing prior 
to the development of adequate relationships 
of Haw size, stress, and temperature represented 
by the family of fracture initiation curves of the 
fracture analysis diagram. 

The CAT approach has the advantage that it 
requires a minimum of engineering analysis 
and the disadvantage that it "forces" the selection 
of more expensive steels of 80° to 60oF lower 
transition temperature than actually required for 
many applications. The fracture analysis diagram 
makes it evident that the justification for the use 
of the CAT curve in design relates to conditions 
involving the presence of extremely large Haws. 
The Haw conditions to be expected in pressure 
vessels cover a wide gamut depending on fabrica- 

tion quality and service conditions. Moreover, 
the inlluence of such factors as stress relief, 
fatigue (tack growth, and wall thickness have 
important bearings which can be analyzed to 
economic advantage. With this point of view the 
CAT approach may be re ognized more properly 
as a "backstop" procedure to be applied when 
engineering analysis dictates the use of nonprop- 
agating steels rather than as a uniquely separate 
method which avoids the need for engineering 
analysis of Haw size conditions. 

The use of the diagram depends on the accurate 
determination of the NDT temperature. This 
may be accomplished directly by the standard 
drop-weight test method (5,6), or indirectly by 
the Cc test. The usefulness and limitations of the 
Ci' test for such correlation purposes requires 
clarification. There is a considerable danger that 
misapplications will result for steels which have 
not been subjected to correlation studies. 

The fracture analysis diagram provides a frame 
of reference for engineering analysis and for the 
application of intelligent engineering judgment. 
The family of fracture initiation curves direct 
attention to the "quality" aspects of the vessel 
with respect to possible Haw sizes and also to the 
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eflective levels of stress acting on the flaws. The 
increase in the stress level of the fracture iniii- 
ation curves with increasing temperature above 
the NDT directs attention to the transition temper- 
ature of the steel. The following factors must be 
considered in the analysis and judgment process: 

(1) What is the largest flaw size expected in the 
vessel as fabricated? The answer to this question 
involves judgment based on the (juality of inspec- 
tion and of the control procedures used during 
fabricatioti, 

(2) What is the level of stress acting on the Haws 
considered to be present at various locations? 
For Haws located in the smooth cylindrical areas 
of the shell, the stress level is indicated In a 
suitable vector of the PD/2l design stress. For 
(laws located at nozzle openings, the effective 
stress level will vary with design quality. In the 
absence of stress relief, small Haws located in 
the weld regions should be considered to be 
subjected  to  near yield  level residual stresses. 

(3) What contributions to Haw size enlargement 
are expected due to cyclic (fatigue) loading? 
The answer to this question requires consideration 
of prior deductions of items (I) and (2) for 
positions of potential fatigiu action. A small 
Haw that is located, or developed, in the region of 
plastic stress loading should be expected to result 
in low cycle fatigue growth to a size thai is estab- 
lished bv the thickness of the section, if fracture 
floes not terminate the growth process. 

From a fracture analysis point of view the 
primary element of conern is not necessarily 
the I,D/2t design stress bin the limiting (most 
severe) Haw size and stress combination of the 
vessel as a whole. In the absence of stress relief, 
small Haws located in zones of weld residual 
stress should be considered as the limiting combi- 
nation of Haw size and stress for temperatures 
below the NDT. For this combination, fractures 
may develop for PD/2l stresses of extremely low 
or zero value (as for the case of spontaneous 
fracture) because the additional general level of 
"locked in" stresses may provide for propagation, 
i.e., may exceed the 5 to 8 ksi minimum required 
by the CAT curve for propagation at temperatures 
below the NDT. This limiting combination may 
be eliminated from consideration by the use of 
stress relief. Creep How relaxation at stress re- 
lief temperatures results in decreasing the level 
of stress in the weld zones to levels that are too 
low for fracture initiation due to the small Haws. 

If stress relief cannot be applied, as for large 
vessels and for field erection, recourse may be 
made to limiting the service to temperatures 
above the NDT. This approach is based on the 
fact thai the initiation curve for small flaws 
rises sharply at temperatures above the NDT to 
levels of stress which correspond to the develop- 
ment of gross plastic deformation. This event 
cannot result from the addition of residual and 
load stress systems but requires the application 
of plastic overloads, i.e., very high PD/2t stress 
levels. There are two practical methods for 
assuring that the service temperature does not 
fall below the NDT: insulating and heating the 
vessel for the steels of high NDT, and the selection 
of a steel of NDT below the lowest anticipated 
service temperature. 

It has been proposed that safe performance to 
temperatures below the ND'F may be assured 
in the absence of thermal stress relief by the 
application of "hot" pretests, thai is, by loading 
at temperatures near or above the CAT curve. 
Depending on the transition temperature of the 
steel this "hot" pretest could be cold by atmos- 
pheric temperature standards. The intent of 
"hot" pretests is to cause the small Haws to yield 
at I be Haw tip, thereby resulting in a local relief 
of residual stresses and a blunting of the crack 
lips. This procedure effectively places the re- 
sidual stress level acting on the flaws to some low 
level which requires the presence of relatively 
large Haws for fracture initiation. The method 
has been shown to be effective experimentally 
(7). It is particularly applicable to pressure 
vessels because of the invariant direction of 
loading. It is not applicable to structures which 
involve a spectrum of service load directions 
which cannot be reproduced in "hot" pretests, 

Safe operation below the NDT, based on stress 
relief or "hot" pretest protection requires that 
there be no Haw size and stress combinations of 
a critical nature other than the described small 
Haw and residual stress combination. For example, 
nozzles which may be stressed in the range of 
1/2 yield stress to yield stress levels (depending 
on design detail) must not contain or develop 
(fatigue) flaws which range from the l-ft to the 
<l-in. sizes respectively. The dependence of 
fracture safety on the design and fabrication 
quality of nozzles is immediately apparent. A 
poorly designed nozzle which develops yielding 
at normal l>l)/2l shell stresses is subject'to fracture 
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initiation due to the presence of a very small 
crack if the service temperature fails below the 
NDTof the nozzle. In fact the jeopardy is twofold, 
because such levels of stress may be expected to 
induce low cycle fatigue cracking. This process 
is then quickly terminated at first signs of fatigue 
cracking by catastrophic terminal fracture of 
the vessel, provided the shell CAT (NDT + 
3()0I;) exceeds the service temperature, that is, 
provided the shell does not have crack-arrest 
properties at the temperature involved. 

The most severe service conditions for a 
pressure vessel involve the combination of high 
l)l)/2t stress levels and cyclic loading. Safety 
may be provided for such conditions by the 
"leak before fracture" approach. For purposes 
of discussion, let us assume that the stress level 
of the nozzle at high PD/2l shell stresses is at or 
above yielding. This condition would be difficult 
to eliminate in practice even with the best of nozzle 
designs. Leak before fracture can be assured if 
the flaw size at the time of penetration to the 
exterior of the nozzle is less than the critical 
size for fracture initiation at stresses equal to or 
exceeding yielding. It is apparent that the flaw 
size at leakage is directly related to the wall thick- 
ness of the pressure vessel. Thick walled vessels 
with large nozzles could develop very large 
ffaws, and conversely thin walled vessels could 
develop only small flaws. The fracture analysis 
diagram illustrates that the flaw size for fracture 
initiation at yield stress levels increases from 
approximately 8 in., to 1 ft, to over 2 ft for respec- 
tive temperatures of 20°, 40°, and 60oF above 
the NDT temperature. As noted previously, 
the critical flaw size for the same level of stress 
at temperatures equal to and less than NDT is 
less than 1 in. Depending on the wall thickness 
of the pressure vessel, leak before fracture 
performance may be designed by selection of 
steels with NDT temperatures of 20°, 40°, or 
60oF below the lowest service temperature. 
Conversely, temperature control could be ap- 
plied by heating of the vessel to accomplish 
similar results. 

Pneumatically loaded pressure vessels con- 
taining very large flaws provide an interesting 
example of interpretation of the fracture analysis 
diagram. The previous report (2) presented a 
detailed discussion of burst tests of pressure 
vessels provided with external slit-ffaws of suffi- 
cient length and depth to result in bulging of 

the flaw area. These tests demonstrated that 
fractures were obtained at temperatures above 
the CAT with pressurization equivalent to con- 
ventional PD/2l shell stresses. The bulge which 
results from the loading of a pressure vessel 
containing a large flaw indicates that the sig- 
nificant level of stress is not that given by the 
PD/2t calculation but that of the plastically 
deformed bulge region. Fracture initiation re- 
sulting from the development of bulging may 
be expected for pressurization by hydrostatic 
or pneumatic means; however, the propagation 
of the fracture at temperatures above the CAT 
is quickly arrested for hydrostatically loaded 
vessels. The reason for this is the almost instan- 
taneous drop in pressure resulting from the 
loss of a relatively small amount of the highly 
incompressible fluid. Pneumatic loading results 
in complete fracture irrespective of the tempera- 
ture above the CAT because the plastic instability 
is "self aggravating" after a rupture is started 
and the length of flaw is enlarged. This results 
from the fact that the highly compressible fluid 
exerts a continuing "bulging" pressure during 
the course of the propagation. 

Additional examples of fracture propagation 
at temperatures above the CAT are provided 
by burst tests of two seamless tube air flasks. 
Details of the vessels and the sharply notched, 
machined slits are illustrated in Fig. 7. Both 
vessels were constructed of a Q&T chromium 
molybdenum steel of the ASTM A336 F22 type, 
as follows: 

Ch emic; 1 Com position 

Flask 
No. 

Composition (Wt-%) 

C Mn Si P S Ni Cr Mo 

E71 
E75 

0.12 
0.13 

0.42 
0.41 

0.24 
0.20 

0.006 
0.008 

0.010 
0.010 

0.07 
0.18 

2.2 
2.3 

0.99 
1.05 

'Pension 'Pest Data 

Mask 
No. 

E71 
E75 

0.505-in. — Dia. Pension Test Data 

0.2% Y.S. 
(ksi) 

84.3 
96.3 

P.S. 
(ksi) 

100.9 
111.8 

El. in 2 in. 
(%) 

75.8 
74.4 

R.A. 
(%) 

22.5 
20.8 

The burst tests were conducted at 480F (E71) 
and 550F (E75) and resulted in totally different 
fracture modes, as illustrated in Fig. 8. The 
first step in the fracture process for both vessels 
involved the development of an elliptical bulge 
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Kif,'. 7- Features of dclibernlcly Hawed pressure vessels used for pneumatic load burst irsts 

over the length of the Haw and the tensile "neck" 
rupturing of the bottom of the slit. Al this point, 
the bulge regions "opened" and the flaw ends 
were subjected to very high plastic load stresses. 
The rupture of Mask E75 started and propagated 

in its entirety as a 45° shear tear. Thai of flask 
K7I stalled and propagated as a brittle fracture 
with l/8-in. shear lips, as illustrated schemati- 
cally in Fig. 7. 

The fracture analysis diagram predictions for 
the modes of fracture, fracture surfaces, and 
effective level of burs! stresses are indicated in 
Fig. 9. The PD/2l stress levels at burst merely 
indicate the stresses required to develop the 
tensile neck ruptures and are of the same order 
for the iwo flasks. The NOT of the K75 flask 
was -70°F, which is 1250F below the burst test 
temperature. Accordingly, the fracture analysis 
diagram predicts that flask E75 should be expected 
to fracture in shear mode with an effective stress 
level in the order of the ultimate tensile strength 
of the steel. The NDT of the E7I flask was 0oF, 
which is approximately 5Ü0F below its burst test 
temperature. Accordingly, this flask should be 
expected  to fracture in  a brittle manner with 

heavy shear lips and with an effective burst stress 
of a relatively high plastic level, but below the 
ultimate tensile strength of the steel. The frac- 
ture modes of both vessels were predicted exactly 
by the NDT location of the fracture analysis 
diagrams with respect to the burst test temper- 
atures. The effective burst stresses were indicated 
indirectly by the degree of bulging in the flaw 
areas —the E75 vessel developed a considerably 
larger bulge than that developed by the E71 
vessel. 

CAT determinations for both of these air 
flasks were conducted (8) at the Culcheth Reactor 
materials Laboratory in the United Kingdom. 
Hie curved sections of steels that were furnished 
from these flasks required flattening for the CAT 
tests, and a possible slight rise in transition 
temperature may have resulted (no flattening 
was required for the NDT tests). The CAT 
data for both air flask steels are presented in 
Fig. 10, in comparison to the CAT curves pre- 
dictions of the respective fracture analysis dia- 
grams. The CAT (40 ksi stress) predicted by the 
NDT-derived fracture analysis diagrams of 
the  two steels were approximately -50oF (E75) 
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^AlR^TrASK 
5%^  IPE27I 

AIR FLASK 
NO. E-75 

Fig. 8 - Illustrating the general mode of failure of pneumatically loaded pressure vessels tested in the presence 
of large flaws. Top: brittle fracture with i/8-in. shear lips developed by (lask E71. Bottom: full 45-clegrce shear 
rupture developed by flask V.lb. 

and +30oF (E71); these are noted to be in excel- The Charpy V data for the two air flask steels, 
lent agreement with the CAT ranges of these presented in Fig. II, represent a composite of 
steels determined  experimentally (crosshatched NRL and RML data, which are noted to he in 
regions), good agreement. Figure 12 presents Cv energy. 
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Fig. 10 - Comparison of CAT test data (by RML) to predictions of CAT by the fracture analysis diagram 
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fracture appearance, and lateral expansion curves 
with notations indicating NDT and burst test 
temperature relationships to diese curves. It 
is obvious that not only the Ci energy but also 
the other Cr criteria failed to provide a useful 
index for estimating the performance of diese 
two flasks. The "usual" interpretation of all 
three types of (ii transition curves would have 
resulted in predictions of similar fracture modes 
for the two steels. The engineering significance 
of this correlation failure by the d lesi will 
be analyzed in a later section in contcxi of dis- 
cussions of the potential use of the Ci lesi lor 
indirect NDT or CAT determinations. 

The foregoing discussions illustrate thai the 
concepts of the (Vaclure analysis diagram do not 
direct die design and fabrication of pressure 
vessels to novel or radical procedures. To die 
contrary, they provide means lo make quanti- 
tative much of wbai has previously been either 
qualitative, intuitive, or instinctive in the design 
ol pressure vessels. A recently published expres- 
sion of similar views by F. S. (i. Williams (I) 
is particularly noteworthy because of the breadth 
of practical experience that he brings to a review 
of the procedures, as well as his long-time associ- 
ation with the pressure vessel regulatory Code 
Bodies. He states thai the fracture analysis dia- 
gram "gives demonstration to the concept that 
has been instinctively used, namely, that as the 
level of quality assurance In nondestructive 
test is increased, the design stress can be increased 
u|) to the full capabilities of the material, and 
thai conversely, as the level of quality assurance 
is decreased, safety can be protected by decreasing 
the allowable working stress used in the design. 
While this does not guard against careless work- 
manship, it does set a pattern for engineering 
thinking that is sound and pretty well supported 
by experience." 

It should be noted thai these observations 
relate lo the allowable design stresses for temper- 
atures within and below the transition range of 
the steel. Thoughtful consideration of the frac- 
ture analysis diagram will disclose thai it does 
not specifically restrict the use of steels to temper- 
atures above an arbitrarily designated temper- 
ature. This limitation is inherent to the CAT 
approach which inflexibly categorizes the limit 
of safety on a crack-arrest-temperature basis. 
The fracture analysis diagram permits the use 
of steels at temperatures far below crack-arrest 

and NDT temperatures, provided thai critical 
combinations of flaw size and stress level are not 
attained or exceeded. Thus, the designer is pro- 
vided with a choice of limiting the working 
stress or of using steels of lower NDT temper- 
alines. In arriving at a choice, it is essential that 
the fabrication and design quality,and the stress 
level and transition temperature be considered 
as interdependent (not independent) elements of 
the design equation. These design tradeoli's 
are explicit to the intelligent use of the frac- 
ture analysis diagram. 

BACKGROUND OF THE 
DEVELOPMENT OF 

SERVICE PERFORMANCE 
CORRELATION PROCEDURES 

FOR THE CHARPY V TEST 

Previous discussions have highlighted the amaz- 
ing "sharpness" of the transition temperature 
range which separates "high'" and "low" fracture 
toughness behavior of steels. It is this feature 
which makes it possible to consider the use of a 
simple notch-bend bar such as the Cr specimen 
to define the temperature scale location of the 
critical temperature range. A wide variety of 
simple specimen designs could be made to (it 
this purpose by correlation of results with service 
failures, or with a reference transition of direct 
design significance such as the NDT temperature 
or CAT. However only two notch-bend bar 
specimens, the Charpy V and the Charpy Keyhole, 
have been reduced lo common usage. Of these 
two, the Charpy V has the desirable attribute 
ol developing a smooth transition curve of the 
type required for correlation of an energy index 
point to a reference transition temperature. The 
Charpy Keyhole energy curve is discontinuous, 
involving high energy and low energy branches 
connected by a transition "scatter band;" such 
a curvedoes not lend itself to correlation usage (9). 

It should be noted that these observations 
relate to the allowable design stresses for temper- 
atures within and below the transition range of 
the steel. Thoughtful consideration of the frac- 
ture analysis diagram will disclose thai it does 
not specifically restrict the use of steels to temper- 
atures above an arbitrarily designated temper- 
ature. This limitation is inherent to the CAT 
approach  which  inflexibly categorizes the limit 
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ol safety on ;i crack arrest temperature basis. 
The fracture analysis diagram permits the use 
of steels at temperatures far below (rack arrest 
and   NDT   temperatures,  provided that   critical 
combinations of Haw size and stress level are not 
attained or exceeded. Thus, the designer is pro- 
vided with a choice of limiting the working 
stress or of using steels of lower NDT temper- 
atures. In arriving at a choice, it is essential thai 
the fabrication and design quality, and the stress 
level and transition temperature be considered 
as interdependent (not independent) elements of 
the design equation, These design tradeoffs 
are explicit to the intelligent use of the frac- 
ture analysis diagram. 

During the World War II (WW2) period, the 
catastrophic fracture of ships raised the relatively 
obscure problem of brittle fracture to a limelight 
of a national calamity. This problem provided 
stimulus, funds, and a backlog ol service casu- 
alties which placed the d test in the temporary 
position of a primary "standard" for the defini- 
tion of a significant transition temperature. Thus, 
the 19!()'s marked the emergence of the (V 
test from the position ol a research laboratory 
tool (the Keyhole lest was then the engineering 
standard) to a position ol unwarranted engineer- 
ing usage for defining the transition temperatures 
of steels based on a It-lb number which was con- 
sidered to apply invariantly to all steels. 

For the WW'2 ship plate steels (which repre- 
sented as-rolled, semikiiled, or rimmed steels 
of relatively low Mn/C ratios) it was well established 
(10) that fracture "source," "through," and "end" 
plates of the fractured ships could be related to 
specific ranges of Cr energies at the temperatures 
of service failures. Brielly, the VVW2 ship steels 
did not act as "source" (fracture initiators) at 
temperatures above the 10-ft-lb (V transition. 
Similarly, the 20-ft-lb (V transition temperature 
was found to represent the highest transition 
temperature of fracture "through" (propagation) 
behavior. A popular concept then derived that a 
desirable criterion of comparison of steels was 
the 15-ft-lb d temperature. Accordingly, esti- 
mates of decrease of the transition temperature 
resulting from alloy and heat treatment variables 
were based on the Cr 15-ft-lb criterion on the 
erroneous assumption that it should be appli- 
cable generally to all steels. 

In  the  early   I95()'s,  the  authors conducted 
extensive   studies   of  the  correlation   of  NDT 

temperatures with Cr transition curves of WW2 
steels. These studies disclosed an excellent 
correspondence with the 5 to 10 ft-lb Cr tran- 
sition (11-13). This was an exact agreement with 
failure data for the ship fracture "source" 'plates. 
In other words, the drop-weight test NDT could 
be used to predict the fracture initiation tem- 
peratures of these steels, hxtensions of these 
studies to fully killed steels, of higher. Mn/C 
ratios and other heat treatable steels disclosed 
that the correlation between NDT and Cr energy 
varied with the type of steel (3,i2,14) and in- 
volved higher energy positions on the Charpy 
curve. In effect, the NDT lest indicated thai the 
"improved" steels could act as "initiators" at 
temperatures as high as their Cc 15, 20, and !ir) 
ft-lb energy. Thus, the Cr test 15-ft-lb transition 
criterion was overestimating the decrease in 
transition temperature of the- improved steels as 
compared to the WW2 steels. 'These early findings 
by the authors were first viewed with considerable 
suspicion but were validated (ll-DJ) by new 
service failure data and CAT data developed in 
the middle ll^O's. There is now general accept- 
ance thai all steels cannot be evaluated on an 
invariant Cr energy basis. 

The IQGO's opened with the Cr test securely 
entrenched as the national and international 
engineering standard of comparison of transition 
temperatures of steels. By this time, the appli- 
cation of NDT and CAT concepts had found 
considerable interest and use in engineering 
design. Also, a wide variety ol new steels featur- 
ing distinctly novel alloying and heat treatment 
practices appeared on the market (15). This 
situation has led to a guessing game of the Cr 
ft-lb value which should be used for estimating 
the NDT and CAT temperatures of these steels 
for the purpose of applying the new design 
principles to engineering practice. The dangers 
inherent to such free use of the Ci test is illus- 
trated by the pressure vessel burst tests described 
in the previous section. The NDT temperatures 
for these two Q&T steels would have been pre- 
dicted in serious error by a guessing estimate 
that a low position on the energy curve correlated 
with the NDT, as is the case for a wide variety 
of common grades of structural and pressure 
vessel steels. 'The actual position of correlation 
is near the top portion of the two curves, over 
lOOT above the low Cr position region. The 
alternate concepts of correlation based on percent 



16 W. S.  PELl.INI  AND 1' PUZAK 

"fibrosity" (shear fraction), and on lateral expan- 
sion are likewise shown to provide for similar 
error based on the popularly accepted criteria 
related to low levels of the respective transition 
curves. The only sale course, in considering 
characteristically new types of steel, is to establish 
reference correlations of NDT and Cr data. The 
same could be said of CAT vs Ci data. 

POTENTIALS AND LIMITATIONS 
OF THE CHARPY V TEST FOR 

GENERAL USE IN RELATION TO 
THE FRACTURE ANALYSIS DIAGRAM 

The Ci test may be considered as the only 
practical method for the indireel determination 
of NDT or CAT temperatures. This is presently 
the most realistic view of the position of the Cr 
test and it will remain so until other approaches 
are developed which provide better design 
guidance than presently afforded by the NDT 
or CAT indexed fracture analysis diagram. This 
latter approach required almost 15 years of 
development and "prove-out" lime. It is unlikely 
that a radically new and different approach will 
be developed in a shorter time cycle in the future. 

From this point of view, we may now analyze the 
potentialities of the direct NDT and CAT lest 
methods for competition with the Cr lest as 
tests for general usage. CAT tests are expensive, 
difficult to perform, and serve primarily as 
research laboratory tools. The drop-weight test 
method for the direct determination of the NDT 
has the potential of displacing the Cr test by 
virtue of being inexpensive and easily performed 
by any engineering laboratory. The recent adop- 
tion (6) of the drop-weight lest as an ASTM 
tentative standard (ASTM Designation E208-63T) 
is a major step in this direction. The advantages 
and disadvantages of the drop-weight test in 
comparison with the Cr test for purposes of 
general usage are as follows: 

Drop-Weight Test     Charpy V Test 

Drop-Weight Test     Charpy V Test 

Nature of 
slantlard 

Primary Secondary 

Amountof Approximately 10 — 
material for to 3()X that of Cr, 
determination        depending on 

specimen 

Reproducibility       Uniformly high Varies with 
steel 

Kllec i of None 
directionality 

Cost for 
determination 

Marked 

Essentially cqua 

Industry Restricted but General 
familiarity growing rapidly 

The relative advantages and disadvantages 
are such as to place the two tests in competition 
for future general favor; presently the industrial 
familiarity with the Cr test gives it an undisputed 
lead. 

The long range trends will reflect the degree 
of difficulty and complications developed in the 
use of the Cr correlation for determinations of 
the NDT temperature or the CAT. The experi- 
ence to date in the correlation use of the Cr test 
has been favorable for common grades of struc- 
tural steels. However, the preliminary experi- 
ence with extension of Cr correlation use to 
other types of steels has disclosed serious limita- 
tions. Moreover, complications of interpretations 
of different C , curve "shapes" and of specimen 
orientation effects provide for ready pitfalls to 
the unwary. The general view of the authors, 
based on extensive studies of the problem areas, 
are that the potentials for the use of the d test 
will suller irreparable harm if the deliberate 
development of proper procedures and education 
of tbe engineering field lo these procedures is 
by-passed by guessing games as to the proper 
selection of Cr criteria for new steels. Thus, 
the discussions to follow will be directed to 
expositions of the present slate of knowledge 
and lo a tall for caution in the expansion of 
the engineering use of the Cftest. 

Semikilled and rimmed steels of low Mn/C 
ratios are characterized by surprisingly repro- 
ducible C i curves with relatively little scatter of the 
data points at all test temperatures, as illustrated 
in Fig. 13. A typical correlation of the drop- 
weight NDT temperature with Cy energy is 
indicated by the large solid point. Tests of a 
large number of such steels provide a glamorous 
example of reproducibility of the Cr correlation 
energy (Fig. 14, left). In fact, it may be observed 
that the correlation range differs slightly between 
the rimmed and semikilled types. 

The general effect of increasing the Mn/C 
ratios on the transition temperature, shape, and 
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reproducibilily ol the Ci-curve is illuslraled in 
Fig. 15. The general trend is an increase in the 
upper shelf level, a decrease in transition temper- 
ature, and an increase in the C( data scalier al 
any test temperature. The i'.y energy value 
which correlates with the NDT temperature 
is also increased as shown in Fig. 14 (center) 
for nominally 0.18% C, 0.75% Mn compositions. 
The conservative "high end of correlation" 

Ci' energy value of 10 It-lb which applied to the 
steels of low Mn/C ratios now becomes a Cr 
value of approximately 15 It-lb for the steels 
with higher Mn/C ratios. The correlation range 
for A3()2-B steels shown in Fig. 14 (right) indicates 
a similar "high end of correlation" at a Cr value 
of approximately 30 to 35 It-lb. 

(ansoi \ rellection on these ranges would indi- 
cate that NDT determinations for the steels which 
correlate in ihe (V 5 to 10 It-lb range would be 
most accurate because the Ci correlation uncer- 
tainty is only 5 It-lb. Conversely, the steels which 
show a Cr 15 to 35 It-lb correlation range would 
be judged as exhibiting poor correlation. This 
analysis neglects consideration of the shape of 
the Cr curves. The very low slope of the curve 
in the 5 to 10 It-lb range indicates a corresponding 
temperature range of 30° to 40° F, while the 15 
to 35 It-lb range for the steep Cr curve associated 
with steels of high Mn/C ratios may indicate a 
similar corresponding temperature range. We 
would conclude that, neglecting scatter effects 
which  are   usually   related   to  sleep  curves  (a 
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separate problem), the correlation uncertainty 
for the described steels is approximately the same. 
The importani aspect of ihe use of the (ii test 
for NDT correlation is the temperature uncer- 
tainty and not the Ci energy range uncertainty 
per sc. Steels which have a well-established corre- 
lation basis and which do nol exhibit excessive 
scalier generally provide for indirect deter- 
mination of NDT within a ±I50F range. For 
steels which show large scatter, such as the ex- 
perimental low carbon, high manganese steel 
illustrated in Fig. 15, the accuracy of the NDT 
correlation depends on the number ol Ci tests 
conducted ai a given temperature. The excessive 
scalier developed by ihis sleel is nol unkjuely 
related to the "low" (0.12%) carbon content, 
because similar i'.v scalier was reported lo charac- 
terize all plate thicknesses (3Ä1 lo 1-3/4 in.) 
and all heals (two 25-ton heats and seven produc- 
tion '5()()-ioii heats) of the experimental, semi- 
killed steels ranging from 0.12 to 0.20% C and 
1.00 to 1.35% \fn(l()). 

With the large amount of data available for the 
0.12% C, 1.25% Mn steel shown in Fig. 15, 
we may draw a fined curve through the data 
scatter indicating a d 30-ft-lb transition at 
0oF. It will make relatively little difference it 
the NDT correlation is 20, .'50, or 40 ft-lb; the 
steepness of the "average'' Cr curve will result 
in an estimate of NDT ranging from -10oI; to 
+ I0T (drop-weight tests of this steel revealed 
an NDT temperature of 0oF). However, major 
uncertainties will result if existing ASTM proce- 
dures and relest provisions of A300 ("Specifi- 
cation for Steel Plates for Pressure Vessels for 
Service ai Low Temperatures") are employed for 
Cc guarantee of the NDT for steels which show 
huge d scalier. These procedures would pro- 
vide for tests of thiY'e Cc specimens at a "single" 
specification test temperature (say 0oF) lo deter- 
mine if the sleel has a minimum energy value of 
30 ft-lb (assumed NDT equivalent) at the specifi- 
cation temperature. For the low carbon, high 
manganese steel shown in Fig. 15, the three Cc 
specimens may give average values of 80 ft-lb 
or 15 ft-lb, thus passing or rejecting this material 
on statistical happenstance. The foregoing is 
admittedly an extreme case which should not 
prejudice the applicability of Cc testing for 
steels having reasonable scatter. The intelli- 
gent attitude should be to recognize that the 
Cc scatter problem  exists for compositions of 

very high Mn/C ratios and that safeguards of 
expanded testing (more specimens per temper- 
ature, and/or more lest temperatures to develop 
a curve) should be applied for such steels. It does 
not follow that similar expanded testing should 
be applied needlessly for the steels which charac- 
teristically show small or moderate Cc data 
scatter. The benefits which accrue from Cc 
control of notch ductility of steels require addi- 
tional understanding of the Cc test characteristics 
of the diHereiii steels. 

Another area which requires additional under- 
standing is thai of the effects of directionality 
which the steels acquire as a result of rolling or 
forging (11,17). The general effect of Cc specimen 
orientation with respeel to the direction of prin- 
cipal rolling for a plate is illustrated in Fig. 16. 
The principal feature illustrated by these curves 

is that the effect of specimen orientation is absent 
al the low end of the transition range and most 
pronounced at I lie upper shell. At the low end, 
the Cc specimens fracture in a completely cleavage 
(brittle) mode. This mode of fracture is insensi- 
tive to orientation of the fracture path. Ductile 
(shearing) fracture is sensitive to orientation; 
thus, the directionality effect becomes more pro- 
nounced the larger the area of ductile fracture 

in the Cc specimen and most pronounced at the 
upper shelf, which involves completely ductile 
fractures. 

The drop-weight specimen breaks only in the 
brittle mode; thus, the NDT determination is 
orientation insensitive similarly to the Cc speci- 
men fractured al the low energy range of the 
curve. As described, the correlation of NDT lo 
the Ci energy curve occurs al low positions for 
certain steels and at intermediate positions for 
others. This means that the steels which corre- 
late at low points of the Cc curve are not involved 
with Cc specimen orientation effects. However, 
the steels which correlate at levels of Cc energy 
which relate to a partially ductile fracture will be 
involved with Cc specimen orientation effects. 
It is then necessary to specify the Cc specimen 
orientation for which the NDT correlation applies. 
For plate material, there is an established conven- 
tion that the long axis of the Cc specimen is 
oriented in the direction of principal rolling 
with the notch oriented in the plate thickness 
direction. The problem then is simply one of 
correct identification of the rolling direction. 
For forgings, the selection of the principal forging 
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atures. 

direction requires a knowledge of the forging 
sequence. Complications may therefore arise, 
particularly for economic selection of steels 
which requires accurate NDT determinations. 

The various discussions above point to certain 
areas which would benefit from expanded use of 
the direct NDT lest method. Basically, these 
are the areas for which there is either uncer- 
tainty or complications in the use of the CV 
specimen as a correlation tool. These are: (a) 
steels for which correlations have not yet been 
established; (b) cases involving specimen orienta- 
tion  uncertainty,  particularly for forgings, and 

(c) steels which feature characteristically large 
Cv data scatter. The above areas of uncertainty 
or complications still leave very large areas 
for the successful use of the Cr lest—specific 
problems should not be a cause of general preju- 
dice. 

SUMMARY OF NDT DATA OF INTEREST 
TO PRESSURE VESSEL FABRICATION 

The rapidly developing background of infor- 
mation  on   procedures  for  the   prevention  of 
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brittle fractures lias resulted in an increasing 
demand for fracture toughness data lor the 
common grades of structural steels. In effect, 
the design engineer has awakened to the realiza- 
tion that large tonnage production steel mill 
procedures are sufficiently reproducible so that 
a particular grade of steel of a given thickness 
range may be categorized by an expected range 
of NDT or crack-arrest temperatures. However, 
there is no published compendium of such data 
to serve as guidance. In ellect, the information 
on the use of these procedures to provide frac- 
ture-safe engineering design of steel structures 
has preceded the development of the necessary 
handbook data. 

The primary specification requirements for 
steels involve controls on chemical composition, 
tensile test properties, plate thickness, deoxida- 
lion practice, atid the use of normalizing heat 
treatments. Detailed scrutiny of the various 
specifications reveals that closely similar counter- 
parts to the old and the improved ship plate steels 
can be found in the common grades of pressure 
vessel steels. Thus, information developed in 
the course of ship steel studies is directly appli- 
cable to pressure vessel steels. For example, 
except for deoxidation practice, many of the WW2 
ship fracture steels would comply to the require- 
ments specified for ASTM-A212 Grade li steels 
of plate thicknesses less than 2 in. The pre-1956 
ABS-B ship plate steels would comply to the 
requirements for ASTM-A201 Grade B pressure 
vessel steels. The imposition of additional require- 
ments involving normalizing heat treatments 
and higher manganese contents specified by 
ASTM A300 results in a correspondence of 
A20IB pressure vessel steels with the ABS-C 
ship plate steels. 

In contrast to ship fabrication practices, thermal 
stress relief heat treatments are generally re- 
quired alter weld fabrication of pressure vessels 
intended for low temperature service. Extensive 
studies reported previously (14) and confirmed 
in recent NRL tests have shown that thermal 
stress relief heat treatments do not significantly 
affect the NDT temperatures of the structural 
steels. Recent practices of accelerated cooling 
(spray cooling) of heavy sections from the normal- 
izing temperatures for steels intended for nuclear 
pressure vessel applications has promoted general 
interest in such treatments for nonnuclear pres- 
sure vessels and other applications. Such steels 

should be considered as a class distinct from the 
as-rolled and the normalized varieties. 

It should be appreciated that steels produced 
by large scale commercial practices have a quality 
range which results from mill processing variables. 
11 proper statistical random selection of steels 
is made, the NDT frequency distribution range 
of a particular grade of steel features a bell- 
shaped Gaussian distribution curve, as illustrated 
in Fig. 17. This curve represents the NDT fre- 
quency distribution established for the WW2 
ship fracture steels; the actual points were pre- 
sented in Fig. 40 of Ref. 2. The NDT frequencies 
of the Navy high tensile steel (MIS) and of 
ASTM A441 steels are given in this figure as 
additional illustrations of the generally expected 
Gaussian distributions. Both steels are essentially 
equivalent in respect to chemical specification 
requirements; the improved NDT of the FITS 
steel reflects the additional requirement for 
normalizing heat treatment. 

A summary of NDT frequency distributions 
of the ship plate and structural steels is provided 
in Fig. 18. In summarizing the available NRL 
data, the authors have estimated the limits ex- 
pected for the various thickness groups normally 
specified. In cases where the estimates are based 
on relatively few NDT test samples, Cv data 
available in the literature were studied for approxi- 
mation of the indicated limits. In general, a 
moderate improvement in the NDT with de- 
creasing thickness is observed for all steels. 
Normalizing heat treatments result in a 40° 
to ()()0F decrease in the NDT compared to the 
as-rolled condition. Accelerated cooling of heavy- 
section steels is noted to be beneficial, partic- 
ularly for the heavy sections. 

THE "LOW ENERGY TEAR" 
FRACTURE PROBLEM 

The previous sections of this report were aimed 
at presenting a clarification of the "transition 
temperature," brittle fracture problem. Attention 
shall now be directed to a new problem area 
which derives from the use of high strength 
Q&T steels. Potential fracture in some Q&T 
steels and weldments is possible by a temperature- 
independent fracture mechanism which the 
authors have previously designated "low energy 
shear" fracture (3,4). This designation relates to 
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(racture propagation nol involving a cleavage 
mode bin resulting from a very low energy absorp- 
tion in tearing. 

Electron microscope Iractographic studies 
conducted ;ii NRI. In Beachem and Edwards 
(18-20) have shown thai the microscopic appear- 
ance of "low energy tear" fracture surfaces ol 
high strength steels involve either one or more 
of the following characteristic modes; (a) the 
opening up of a large number of voids of elliptical 
doss section with early rupture of the bridge 
volumes between the voids; termed "dimpled 
rupture," (b) the "decohesion" of grains by 
separation through intergranular paths; termed 
"grain-boundary rupture," and (c) transgranular 
fracture along planes of no presently provable 
orientation relationship with the crystallographic 
structure through which it passes; termed "quasi- 
cleavage rupture." This evidence suggests that 
"low energy tear" is the proper definition for 
noncleavage fractures of low energy absorption. 

The chemical composition, strength level, 
and microstructural condition of the steel deter- 
mines which one, or combination, of these modes 
predominate for a particular fracture. I1AZ 
legions are particularly susceptible to the "grain 
boundary rupture" mode due to the develop- 
ment of unfavorable microstructural conditions. 
At high yield strength levels, Q&T steels of 0.40% 
or more carbon are also prone to the development 
of "grain boundary ruptures," and those with 
less than approximately 0.35% carbon are suscep- 
tible to the developmenl of "quasi-cleavage 
ruptures." 

The Ci test recognizes energy absorption 
differences in ductile tearing by the level of the 
upper shelf. Figure 19 illustrates the improve- 
ments in transition temperature and in ductile 
tearing energy that may be obtained by shifting 
from the normalized (HTS) steels of approxi- 
mately 50 ksi yield strength to a high alloy, 
Q&T steel of 80 to 90 ksi yield strength level. 
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designated as HY-8(). It is not implied that all 
Q&T steels of this strength level will have such 
excellent combinations of high shear energy 
and low transition temperature hut that an 
optimized composition can be made to have such 
properties. The general effect of increasing the 
yield strength of Q&T steels to levels of 200 ksi 
and higher is illustrated by the lower curve of 
Fig. 19. At such strength levels, the very best 
steel compositions feature Cr shelf energies in 
the order of 15 to 20 ft-lb. 

The effect of very low levels of energy ab- 
sorption in the tearing mode is to provide for 
the initiation of fractures from small flaws at 
elastic stress levels close to yielding. Large flaws 
may then be expected to result in fracture initia- 
tion at lower levels of elastic stress. The rocket 
case fracture illustrated in Fig. 5 initiated from a 
flaw of approximately 1/4-in. dimensions when 
the hydrostatic proof stress approached the 
yield strength level of the steel. The fracture 
surfaces did not involve the presence of cleavage. 
A fracture analysis diagram interpretation 
of this fracture is illustrated in  Fig. 20. This 

diagram represents the rocket case steel as frac- 
turing due to the presence of small flaws when 
loaded to near yield levels of stress at temper- 
atures above the FIT' (full shear) transition. 
The effect of increasing flaw sizes is illustrated 
schematically by a family of fracture initiation 
curves. The modification of the fracture analysis 
diagram for the case of low energy tear involves 
a general depression of the fracture initiation 
curves to lower stress levels, as indicated schemat- 
ically by the large curved arrow. The problem 
of categorizing the level of tear energy which 
corresponds to particular combinations of flaw 
size and elastic stress for fracture initiation in 
the low energy tear mode is a matter of active 
current research by the authors. 

We shall now consider various basic metallur- 
gical factors involved in the development of low 
energy tearing for plate material and for weld 
heat affected zones (HAZ). The effect on Cv 
properties of increasing strength level in a given 
Q&T steel by tempering at progressively lower 
temperatures is shown by data for an AISI 4320 
steel, Fig. 21. The data represent values obtained 
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for optimum QßcT heal itcalmenls with small 
specimen blanks aimed at the clevelopmcni of 
proper, fully tempered martensitic (optimum) 
microstructures. A progressive embrittlemenl 
is indicated l)\ the shift in the curves and the 
higher NDT temperatures (large dots on each 
(V curve). The decrease in tearing energy is 
emphasized by the large arrow indicating die 
diop in Cr shelf energy, with increasing strength 
level (from 91 to 166 ksi yield). 

The diop in the shell level of the d curve, and 
the increase in transition temperature resulting 
from increased strength for the Q&T steels 
featuring optimum microstructures presents one 
aspect of the low energy tear problem. Another 
aspect is the development of microstructural 
deficiencies resulting (Vom inadequate harden- 
ability of the steel, or improper heat treatment 
of the plate. Similar conditions of unfavorable 
microstructural conditions of the HAZ may 
result from the use of improper welding proce- 
dures. Depending on the welding iieat input and 
travel speed, HAZ areas may be quenched from 
too low, or too high, temperatures or quenched 
with too slow or too fast cooling rales, resulting 

in hard zones or in mixed microstructures invol- 
ving upper bainite. free ferrite, pearlite, or 
possibly retained austenite. Isothermal trans- 
formation (1-1) heat treatments of the AISI 4320 
steel, Fig, 22, illustrate the possible embrittlemenl 
and drastic decrease in tearing energies at ambient 
temperatures that may be developed in the HAZ 
areas of Q&T steels. Inferior microstructures 
may reduce the (ii properties to the indicated 
low levels even for fully tempered HAZ of low 
strength level. In other words, stress relief may 
ameliorate high hardness HAZ conditions but 
serves little purpose for improving a HAZ which 
features inferior microstructures. It is not implied 
that all Q&T steels are prone to the development 
of such low HAZ fracture toughness properties. 
The use of proper welding procedures could 
result in HAZ of high fracture toughness. 

The example of the rocket case rupture illus- 
trates a low level of fracture toughness which is 
inherent to the best Q&T steels of very high 
strength (above 180 ksi yield strength) and 
cannot be overcome by alloying or heat treatment 
improvements. Thus, the successful use of such 
ultrahigh   strength   steels   must   be   predicated 
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on   labricalion,  inspection,  and  design quality 
<>l the highest order. This translates to aerospace 
industry   practices  involving  "thousand  dollars 
per pound" eost for the fabricated product. In 
contrast,   we  shall   now  consider  "dollars  per 
pound"   fabrication   of   conventional   pressure 
vessels   with   the   intent   of  demonstrating   an 
intimate relationship between the gradations of 
(|iialiiv within this cost regime and the fracture 
saleiv ol Q&Tsteel pressure vessels. Competition, 
which  results in  depressing "quality" to below 
minimum  tolerable  levels,  ma\   have a serious 
died on the reliability ol such structures.  The 
Q&T  steels   which   provide   welded   fabrication 
capabilities  in  the "dollars per pound" regime 
are presently restricted to the range of 80 to 120 
ksi yield strengths. Accordingly, the discussions 
that  follow relate strictly to Q&T steels of ibis 
yield  strength   range (designated  80/120  V.S.). 

I'ractuic'-sale analyses of the potential fracture 
mode ol  pressure vessels constructed ol 80/120 
V.S. Q&T steels require separate considerations 
of the transition temperature and the low energy 
tear problems. The transition temperature prob- 
lem may be analyzed in terms of the fracture 
analysis diagram provided the NDT temperature 
is known. Once the NDT has been determined, 
ii is necessary to analyze for possibilities of low 
energy tear problems in either the plate or HAZ 
at temperatures above the transition range.  In 
other words, the temperature range above the 
CAT   transition   curve   cannot   be   considered 
invariantly sale, as  it can  for the case ol  low 
strength, mild steels of high tear energy proper- 
lies.  The possibilities of low energy tear fracture 
problems for these steels are highly dependent 
on  the composition and heal  treatment. Some 
steels   may  feature  very  high  tearing  fracture 
energy  (no  problem)  while  others  may be of 
sufficiently low value to require Haw size analysis. 
The very low Cc shell levels which characterize 

some   of  these   steels   indicate   relatively   poor 
plate  tear energies,  particularly  in  the "weak" 
direction   of   poorly   cross-rolled   or   straight- 
away-rolled materials. Steels with such features 
could develop low energy tear fractures of the 
plates at ambient temperatures, similar to that of 
the rocket case example (Fig. 5) but  for much 
larger (law sizes. 

Even il it is determined that low energy tear 
fracture is not a possibility in a given 80/120 
Y.S. Q&T steel, there remains a question as to 

the characteristics of the HAZ. In fact, for these 
steels, the HAZ properties present the most 
crucial questions because the HAZ is the element 
of greatest potential variability. All Q&T steels 
are susceptible to HAZ degradation resulting 
from improper welding procedures, but some ol 
these steels feature a comparatively high propen- 
sity for HAZ degradation even with the best ol 
welding practices. Severe HAZ degradation may 
result in fracture initiation at ambient temper- 
atures from relatively small Haws that are sub- 
jected to high elastic stress levels (located at 
points of unfavorable geometry). Fracture prop- 
agation may then proceed along the HAZ path 
into regions of relatively low elastic stress levels. 
In essence, such weldments fracture by HAZ 
separation, leaving the plate sections essentially 
fracture-free. 

At   present, there are no generally practical, 
laboratory  means of conducting  HAZ fracture 
toughness   evaluations.    The   authors'  approach 
to this problem for the past twelve years has been 
to   conduct   explosion   bulge   tests.   Figure   23 
illustrates the behavior of a Q&T steel which fea- 
tured low energy tear fracture properties in the 
HAZ.    A    Navship   Standard    procedure   (21) 
derived  from this approach  relies not only on 
performance exhibited by as-welded samples but 
also on weldments to which a crack-starter bead 
is added for the introduction into the HAZ of 
a brittle-weld-crack (law (approximately  1/2 in.) 
to provide a realistic flaw condition. The fracture 
toughness of the HAZ is then judged on the ex- 
tent of HAZ tearing which results (Vom the appli- 
cation ol low or high levels of bulge deformation. 
Qualification of a steel and its associated welding 
procedure by this method assures that no HAZ 
paths of low fracture energy will be present in 
ship structures. It is important to note that this 
is the last step in qualification —the steel and weld 
metal are previously investigated to ensure that 
high fracture toughness is inherent to these two 
potential fracture paths. Quality control is exer- 
cised   by  Ci   specifications  of  plate  and   weld. 
Following the HAZ qualification, quality control 
is exercised by requirements for strict adherence 
to the welding procedures which qualified the 
HAZ fracture path. 

The foregoing generalizations require some 
"case in point" examples to illustrate the realities 
of the problem. In this respect a comparison of 
high alloy (HY-80) and lean alloy (commercial 
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Fi^. 23 - Illustrating a low energy tear fracture in the HAZ of a Q&T steel weldment 

80/120 Y.S.) Q&T steels serves to highlight sonic 
aspects of the influence of the cost element on 
the attainable levels of fracture safety assurance. 
The cost of the high alloy steel plate is approxi- 
mately twice that of the best of the lean alloy 
varieties—competition within the lean allo) 
range influences the spread in cost. The cost of 
fabricating both types of steels is primarily 
related to the fabrication quality aim, and is rel- 
atively independent of the basic cost of the steel. 
The term "cost" is used herein to signify economic 
factors which affect the choice of the steel. 1 mm 
a metallurgical point of view the element ol steel 
cost is relatable to alloy content and alloy content 
is relatable to heat treatment and welding re- 
sponse. As the alloy element content is decreased, 
it becomes more difficull to develop "fracture 
tough" microstructures, both in the heat treat- 
ment of the plal.e and in the welding transforma- 
tions of the HAZ. Thus, a cost-element pressure 
for the use of alloy lean steels creates an increased 
requirement for exacting control of welding 
conditions because of the increased possibilities 
for degradation of HAZ properties to low levels 
of fracture toughness. 

The fracture toughness level of the HAZ is 
relatable to the inspection quality that is re- 
quired—the lower the fracture toughness the 
more exacting is the requirement for inspection. 
Similarly, the lower the fracture toughness, the 

lower the tolerance for design imperfections, 
fit-up deviations, and other factors which alfeel 
the level of stress applied to HAZ regions located 
at points of geometric discontinuity. In other 
words, the alloy content of the steel is a key ele- 
ment to the fracture-safe design analysis. 

HY-80 steels serve as an example of a high alloy 
steel. This steel has been restricted primarily to 
military and other critical applications because 
of its comparatively high cost. The high amounts 
of Ni, Cr, and Mo used for HY-80 represent a 
balance designed to maximize toughness and 
to promote optimum microstructural response on 
welding thick sections. The average HY-80 
plate has an NDT of approximately -160oF. This 
signifies that the material develops lull shear 
fracture (FTP) to temperatures as low as -40oF. 
The CAT for stresses of vielcl stress level is 
approximately -100oF. Weld metal which approxi- 
mately matches these characteristics is available 
for this (80 to 90 ksi) yield strength level. The 
use of proper welding procedures with the HY-80 
steel results in HAZ of very high fracture tough- 
ness, as illustrated by the explosion bulge test 
sample of Fig. 24. Weldments of properly welded 
HY-80 may be used to very low temperatures 
without complications of either brittle fracture 
paths or low energy tear fracture paths. The same 
HY-80 may be welded improperly, resulting in 
a. fracture toughness degradation of the HAZ 
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Fig. 2-1 - Illustrating the lii^h fracture toughness characteristics of properly welded HY-8() steel 
All ruptures in the plate, weld, and 11AZ represent high energy absorption tears. 

involving briuleness at low temperatures and/or 
fow energy (car fracture at ambieni temper- 
atures. Thus, the reliability of such HAZ de- 
graded vveldments hinges entirely on the specific 
metallurgical condition of the HAZ, the Haw 
size that may he present in such zones, and the 
stress level normal to the line of the HAZ. 

A wide variety of 80/120 Y.S. Q&T steels less 
expensive than I1Y-80 have been developed 
for welded fabrication. These steels have rela- 
tively low Ni, Cr, and Mo contents. The specific 
compositions depend on the thickness range of 
the plate material and on the desired balance 
between cost and other factors. Some of these 
steels are balanced in the direction of mini- 
mizing cost and others on the direction of maxi- 
mizing toughness and weldability —within the 
limits of the balance that provides for economic 
competition. The only generalization that may be 
made regarding these steels is that they cannot 
be lumped into a single category as the yield 
strength range may suggest. The plate fracture 
toughness, the HAZ degradation to be expected 
within controlled welding limits, the effects of 
exceeding welding limits, etc., are highly specific 
to the metallurgy of these steels. Unfortunately, 
some of these steels arc being used without sufli- 

cient laboratory information on fracture tough- 
ness or on required welding limits. Another 
general problem that these steels pose for a 
fracture-sale design is that the information on 
the necessary welding controls, inspection qual- 
ity, and design quality requires intelligent appli- 
cation beyond that which is usually exercised in 
average shops. 

We shall now consider the characteristics of 
the- more highly alloyed grades of the commer- 
cially available steels having guaranteed yield 
stlength properlies in the 80 to 100 ksi yield 
strength range, ft is emphasized that these dis- 
cussions do not apply to the "leaner" (cheaper) 
steels of this strength range. It is emphasized 
also that the discussions apply to plates of the 
thickness range covered by notch ductility guaran- 
tees. The expected NDT of these steels is in the 
range of -50° to -100oF, depending on thickness. 
The approximate CAT is in the range of -40° 
to 10oF, and the full shear temperature is in the 
range of 0° to 50oF. In effect, these steels should 
have good fracture toughness to low service 
temperatures if the fracture analysis diagram is 
applicable. Service experience indicates that this 
is the case insofar as plate material of firebox 
quality is concerned. However, a few failures have 



32 W.  S.  l'HI.i.lN!   AND l>.  1'UZAK 

12 

been reported in service and in hydrotests in- 3. I 
volving HAZ fracture paths. Failure analysis 
in such cases is almost an impossibility, because 
it involves assessing the fracture toughness of 
the HAZ and there are no methods for doing 
this. The general conclusions that are usually 
drawn in such failure analysis is that the fabri- 
cation resulted in the development of adverse 
conditions such as mismatch, large bead relief, 
and cracks or that fatigue action resulted in cracks. 
These findings implicitly emphasize the fact that 
the sensitivity of the degraded HAZ path to fac- 
tors which involve Haws and high stresses is the 
general problem. The use of these steels at high 
stress levels (as presently limited by Codes, or 
to higher stress levels as is advocated) demands 
close adherence to proper welding practices, 
good inspection, and quality design of details. 
If these are provided the weldmenis perform in 
a lough manner; if these are ignored the fracture 
safely of the vessel may be compromised. 

The wide range of sensitivity to HAZ deteriora- 
tion to which Q&T steels are potentially subject 
makes it imperative thai HAZ qualification test 
procedures and stringent quality control prac- 
tices be developed and adhered to. The welded 
fabrication of Q&T pressure vessels requires 
quality shop practices backed by a sufficient 
amount of well digested technical information. 
In effect, shop control must involve technical 
supervision. The problems of fracture-sale 
welded fabrication of high strength Q&T steels 
have certain similarities to the problems encoun- 
tered with the new precipitation hardened, 
carbon-free martensite steels (maraging type). 
These steels when heat treated to very high yield 
strength levels are also subject to low energy 
tear plate fractures initiated from small Haws 17. 
loaded to high elastic stress levels. Weld and 
HAZ characteristics of these steels are presently 18. 
relatively undefined and no significant comment 
can be offered. 
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